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1 Correct use
The speed measurement and display system DSD (DataCollect Speed Display) is exclusively
intended for the measurement and display of speeds in road traffic.
The safety and operating instructions in this manual must be strictly observed. Therefore
please read the entire operating instructions before using the product.
This product fulfils the legal, national and European requirements. All company names and
product designations are trademarks of the respective holder. All rights reserved.

2 Safety regulations
1 In case of damage resulting from the non-observance of these operating instructions, the
warranty/guarantee shall become null and void! We shall not assume liability for

consequential damage!

1  We shall not assume liability for material or personal damage caused by improper handling
or non-observance of the safety instructions. In such cases the warranty/guarantee shall

become null and void.

1 Unauthorised opening, conversion and/or modification of the product is not allowed for safety

and approval reasons (CE).

1 Operating this product in environments with an explosive atmosphere (zone 0, zone 1, and
zone 2 as well as zone 20, zone 21, and zone 22) as specified in the EU directives ATEX
equipment and ATEX workplace (94/9/EC and 1999/92/EC) is strictly prohibited by the

manufacturer!

i Please handle the product with care. Shocks, impact or falling, even from a low height, may

cause damage.
1 Do not operate the product if the housing is damaged!
i Only use original spare parts from the manufacturer for operation of the device.

i In all other cases please contact: support@datacollect.com
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3 Briefinstructions

Step  Explanation Chapter  Page

Check your delivery for completeness 5 6

Register on www.myTrafficData.com //
Consignment of a password on the part of DataCollect

To be performed once only*

Activation of your DSD via Smartphone on www.myTrafficData.com 10 16-28
1 Creation of the setup file on www.myTrafficData.com 11 29-37
2 Selection of a suitable installation location 6 9
3 Assembly of the mast holder and the DSD 7 10
4 Connect your DSD to the power supply 8 12-13
5 Settings of the DSD by means of Smartphone 12 38-58

After completion of the setting process, your DSD is now ready
for operation!

6 Reading out data using by means of the Smartphone 13.1 59-66

Uploading data from the SD card for report compilation on

) 14.1 7-7
www.myTrafficdata.com 67-73
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4 Types of DSD
Henceforth you can choose two types of DSD.

1) DSD Genb5 without Textdisplay

FAHREN

SIE FAHREN "

CONEN,  SONRN, I

et Canod,

o
.

Vanne  cnay

With the text display, you can inform the road user on its speeding. These can also be displayed
as continuous text.
The texts on the DSD can be individually adapted.

According to the selected type of DSD there are different applcations which will be explained in
chapter 9.
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5 Scope of supply
The scope of supply varies depending on the power supply.

5.1 DSD Mobile

Item ‘ Quantity ‘ Components
1 1 DSD Speed display system

DSD User Manual (via email as a pdf)

Mast holder deep

Mast holder installation instructions

PowerPack Gen.3

Charger 2041 for PowerPack Gen.3

N|jo|lo|lbh|lw| N

RlRr|[Rr|[Rr|R]R

Instructions for commissioning and care PowerPack Gen.3

5.2 DSD Mains

Item ‘ Quantity ‘ Components

1 1 DSD Speed display system

2 1 DSD User Manual (via email as a pdf)
3 1 Mast holder deep

4 1 Mast holder installation instructions

5 1 PowerUnit Gen.3 with connecting cables
6 1 Installation instructions PowerUnit Gen.3

5.3 DSD Solar

Iltem ‘ Quantity ‘ Components

1 1 DSD Speed display system

2 1 DSD User Manual (via email as a pdf)

3 2 Mast holder

4 1 Installation manual for mast mount

5 1 SolarPowerUnit Gen.3

6 1 Installation instructions SolarPowerUnit Gen.3
7 1 SolarSystem

8 1 Installation instructions SolarSystem
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5.4 Accessories

5.4.1 DataCollector
The DataCollector is used for the parameter settings of the

DSD and for downloading data using the SD card.

A corresponding customer access to the website
www.myTrafficData.com is required for the generation of

setup files.

For information on how to exactly operate the
DataCollector, please refer to the instructions enclosed with

the DataCollector.

5.4.2 Smartphone M s
A smartphone (Android OS) is used for the settings and for data Bow
download via Bluetooth® as well as data transfer via 3G / 4G
(depending on the smartphone). It allows on-site monitoring of»‘;" |
the traffic data acquisition. Generating setup files requiro{§ ‘

. . 9
customer access on the website www.myTrafficData.com.

For exact information on how to operate the DSD via
Smartphone please refer to the short guide which is included

in the Smartphone App or to this manual.
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5.4.3 Tripod
The tripod offers the possibility of installing the DSD in

places where there is no stationary mast.

The stand is available in steel or aluminium.

Maximum installation radius: 0.55m
Minimum installation height: 1.65m
Maximum installation height: 2.10m
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6 Installation location
Please select a torsion-free, stable mast with a minimum diameter of 60 mm. The location should

fulfil the following requirements in order to ensure the best possible measurement.

1 no bend

1 no uphill/downhill gradient

1 no moving objects (e.g. bushes) in the fli
1 no reflecting surfaces (e.g. glass front of buildings) within the field of vision of the radar

1  no large metal objects (e.g. crash barriers) within the field of vision of the radar

T free Aviewo of the | ane to be measured

The DSD must be aligned laterally in such a way that it is as parallel as possible to the road

surface.
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7 Assembly
7.1 Assembly of the mast holder

The assembly instructions for the mast holder can be found

in the enclosed installation instructions.

7.2 Assembly of the DSD

The DSD is hooked into the four holes provided in the
mounted mast holder with the four locking bolts on the rear
side. Before this, remove the cross bar of the mast holder.
When using a PowerPack or a PowerUnit, the energy
supply unit can now be inserted into the mast holder after
hooking in the DSD, and can be secured using the cross

bar and the padlock (not included in the delivery).
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8 Commissioning
8.1 Power supply via PowerPack

For information on the charging technology and the maintenance
of the PowerPack, please refer to the enclosed instructions for
the PowerPack. For connection and for the final insertion of the
PowerPack into the side of the deep mast holder, please first
remove the cross bar of the mast holder. After removing the rear

dust protection cap of the DSD, please connect the angular

socket of the PowerPacks to the built-in plug of the DSD by
simply plugging in (Push / Pull principle). The angular socket is
protected against incorrect plugging in by means of a one-way

safety feature. Please observe the white mark!

The period of use of the PowerPack is approx. 10 days,
depending on traffic density. After expiration of this period the
rechargeable battery must be quickly replaced by a charged one.
The discharged battery must now be immediately charged for 24

hours using charger type 2041.

None-observance of this care information leads to increased
wear (loss of capacity) of the rechargeable battery or even
to an irreparable defect (total failure)!

Care instructions:

1) Do not deeply discharged the battery
2) Before storage, the battery must be charged

3) Even when not in use, the battery must be charged once a month
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8.2 Power supply via PowerUnit

For the installation instructions of the PowerUnit, please

refer to the enclosed commissioning instructions.

For connection and for the final insertion of the PowerUnit
into the side of the deep mast holder, please first remove
the cross bar of the mast holder. After removing the rear
dust protection cap of the DSD, please connect the angular
socket of the PowerUnit to the built-in plug of the DSD by
simply plugging in (Push / Pull principle). The angular
socket is protected against incorrect plugging in by means

of a one-way safety feature. Please observe the white mark!

8.3 Power supply via SolarSystem + SolarPowerUnit

For the installation instructions for the SolarSystem and the
SolarPowerUnit, please refer to the enclosed

commissioning instructions.

Please observe the distance from the mast holder of the
DSD of at least 150cm / max. 300cm. After removing the
rear dust protection cap of the DSD, please connect the
angular socket of the SolarPowerUnit to the built-in plug of
the DSD by simply plugging in (Push / Pull principle). The
angular socket is protected against incorrect plugging in by
means of a one-way safety feature. Please observe the

white mark!
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You can hook the SolarPowerUnit into the holes in the
adapter plate of the SolarSystem using the locking bolts in

the SolarPowerUnit.

8.4 Securing

By pushing in the cross bar and attaching the padlock (not included in the delivery), your DSD
and the inserted power supply including the connecting cables are protected against unauthorised

disassembly.
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9 Apps of the DSD
The DSD has various, optionally purchasable apps, which are explained below:
DSD Gen| DSD Gen!

without with
Textdisple Textdisplea

Soft/
Hardwar Description
e App

lcon

Di spl ay of a Al aughi

Safety Soft transition with the current driven speed.
Data recording Soft !\/Ieasgred and displayed speed data is stored
in the internal memory.
In addition to the entry speed (the speed at
. which the vehicle enters the measuring area)
Exit speed Soft . ; 2
the exit speed is also measured, enabling the
safety success to be measured.
Handie Soft Enables the adjustment of the posted speed

limit of the DSD without the DataCollector.

When the memory is full the oldest details are
Circular saving Soft overwritten. Otherwise, after 57,000 data
records, only the speed is displayed

This device can be used to switch the display
off or switch it to different modes (e.g. off or
permanent light) when the driving speed clearly
exceeds the speed limit

Anti-Race Soft

The set posted speed limit allowed acc. to the
Display PSL Soft StVo (German Road Traffic Regulations) is
displayed and not the actually driven speed.

This function enables the adjustment of up to 2

Timer Soft time-dependent posted speed limits and 4 time ‘
intervals.

Daylight saving Soft The conversion from summer time and winter i,".:' \

time time is automatic. §>I¢

A software update of the DSD is possible via
Flash upgrade Soft Bluetooth® transfer of the DataCollector as
well as via GPRS.

SISISCISKIKS SIS
SISISISISICSISCIS S
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Energy savings

Soft

Activate this app to optimise different setting
parameters of the DSD, e.g. brightness
(day/night), and achieve an average runtime
increase of up to 30%.

Too Fast

Soft

For this, the text p a
The difference between the actually driven
speed and the posted speed limit is displayed.

Covert
measurement

Soft

Due to the assembly of the text panel or
deactivation of the display  during
measurement, recording of the driven speed is
made possible without influencing the driver by
displaying the speed.

Watch Your
Speed

Soft

When activated, this app will indicate to the
driver by an additional flashing of the Safety
eyes that he is travelling in the red zone (speed
limit exceeded).

Safety only

Soft

The feedback he will receive on his behaviour
when this app is active is a "happy" / "sad"
smiley face, depending on whether he
observes / exceeds the speed limit. No speeds
will be indicated.

Memory+

Hard

The Memory+ app expands the amount of
available storage space. This allows you to
store up to 1,600,000 entries per DSD instead
of the standard 57,000 entries.

Duo Color rot/
grin

Hard

When this app is used, the indicators on the
LED display will light up "green" and "red" when
the speed limit is observed and exceeded,
respectively.

R

Duo Color rot/
amber

Hard

When this app is used, the indicators on the
LED display will light up "amber" and "red"
when the speed limit is observed and
exceeded, respectively.

Tri Color

Hard

In contrast to the Duo Colour app, this app
offers a transitional stage that gives the driver
additional time to act before the indicator
switches to "red". This range of tolerance is

2 Directions

Soft

In addition to the coming lane, the outgoing
lane is also detected but not displayed.

AR RAYATRYAAY
SRR S SIS CISK
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10 Activation of the DSD
If www.mytrafficdata.com is used, Datacollect will activate the DSD on your account.

10.1 Use as a speed display

If the DSD is used solely as a speed display, without safety display, no further settings need to

be made!
10.2 Setup via Handie App (optional)

The handie function is used to change the safety threshold without using a DataCollector. You

may choose between the following threshold values:
7 km/h, 10 km/h, 20 km/h, 30 km/h, 40 km/h, 50 km/h, 60 km/h, 70 km/h, 80 km/h, 90 km/h and 100 km/h.
00 = Off

The Handie function can only be adjusted during the start sequence of the display system.
Therefore, the power supply of the DSD must be briefly interrupted (by removing and re-installing

the power supply).

The start sequence now starts again, while the safety threshold can
be adjusted. During the start sequence, a horizontal bar (see [ SIE
illustration) appears. As soon as this is visible, the adjustment of the

threshold value can be performed. FAHREN

Cover (while the horizontal bar is visible) the area marked by the hand
three times extensively, i.e. cover the light sensor, remove the cover,
cover, remove etc. Then the last set safety threshold is displayed. If

you then again cover the light sensor and remove it again, the next

available threshold value is displayed.

Repeat these steps until your desired threshold value is reached. If you do not make any changes
for approx. 10 seconds, the selected safety threshold is confirmed by flashing three times. The
start sequence is now continued and ends with the display of the battery voltage. The DSD is

ready for operation with the desired threshold value.
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10.3 Activation via Smartphone without SIM Card

10.3.1 Generation of the registration.zip / activation.key

Customer's own smartphone

Via email you will receive the already purchased smartphone app. Before you install the app on

your device via USB be sure you have the PC privileges to install device drivers.

. . ™
Please furthermore activate allowing unknown sources on
) ) < @ Security
your smartphone, otherwise you cannot install the DSD
App. Device administration

Device administrators
Make sure that your phone is connected as a media device.

Unknown sources

Connect your phone via USB cable to your PC and save the
app on the top file level.

e v Computer » GT-57710 » Phone »
Gs=

Organisieren =
Android
1M Computer DCIM
&, System (C) Documents
? DVD-RW-Laufwerk (D) Disc Download
= Daten (N:) Maovies
&} Lenovo_ Recovery (Q:) Music
5 Miclas (W) Motifications
i, GT-S7710 Pictures
Playlists
Podcasts
Ringtones
Samsung
zAndroid
|| DSD-App_1.3.23.apk
DSD-App_1.3.23.apk Anderungsdatum: 28.08.2014 09:36 Erstelldatum: 28.08.2014 09:36
APK-Datei Grafe: 4,65 MB

Smartphone ordered via DataCollect:

If you order the smartphone from DataCollect, the app is already pre-installed
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Now start the app. Attention, the Bluetooth® connection to
your DSD is exclusively carried out by the DataColect App.
An interconnection through the Android own Bluetooth®

setup is not possible.

Welcome

This is your first start of
the App. To use the
features you must perform
an activation process.
Please go to settings,
enter your DataCollect
credentials and press
"Synchronize". Further

When you see this screen you have successfully installed instructions will be given.

the app. oK

Confirm with OK.

Now select Settings.

e datacollect

DSD App 1.4.7

b4 gt
GPS
o o

@ User Guide

£¥¢  Settings
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Connect your DSD to the power supply and process the start KHtS
routine. E Settings

Login Information

Then click Synchronize Register Device

Synchronize

General

Demo Modus

Software Version

Service
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Now enter your login information (Username +

Password) of www.myTrafficData.com and click OK.

Username ‘

Password

Cancel

After entering the correct login information as well as
correct teach in of at least one DSD a registration file
will be generated. With this registration file you can

now register your device and your Smartphone.

Now close the info screen by clicking OK. Registration file created!

Please connect
smartphone via USB and
upload DataCollect\DC-
DSD\registration.zip to
myTrafficData.com to get
synchronized.

OK

Connect your Smartphone via USB cable to your PC. Attention: Only use the original USB

cable which is delivered with the Smartphone!

For detailed information please have a look at the enclosed manual of the Smartphone.
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10.3.2 Upload of the registration.zip file

Now login on the Internet with your access data to www.myTrafficData.com. There you will first

enter the Dashboard.

mytrafficdata
webReport

Home » Account » Dashboard Welcome, John Doe | Profile | Log out

» @ Quick Start

—

- App Store

» & Instruments demo.etu
PR o SO
DSD 6

» = Account

demo.dsd DSD
ETube

SDR

System requirements +

Installation guide +

£+ Show devices

Now click on item Instruments in the menu bar on the left-hand side of the screen. A sub-menu

opens up. In this sub-menu, please click on item Activate.

mytrafficdata
webReport

= o == L,
Home > Account » Dashboard Welcome, John Doe | Profile | Log out
» @ Quick Start
(o Anmst |
= J

Geo reference / Geo mapping + Demo data

[ —
v ¢ Instruments demo.etu ETube

demo.sdr SDR

demo.dsd DSD

System requirements

DataCollector
Smartphone

IR
e

Installation guide

» & Account

Version: td3.0-1.5 Change Language ﬂ ©® 2005-2013 DataCollect Traffic Systems GmbH | Imprint

DSD Gen 5_Smartphone _User manual_Edition 9.1 _2003_GB
Copyright by DataCollect Traffic Systems GmbH Divww.DataCollect.com Technical changes possible at all times
DataCollect reserves the right to change any information contained within this technical note at its own discretion



http://www.datacollect.com/
http://www.mytrafficdata.com/

DSD Genb5
User Manual

Edition 9.1 _ 2003

mytrafficdata
webReport

Welcome, Max Mustermann | Profile | Log out

Activation

» @ Files

@' .web File

Keine Datei ausgewahlt.

Allowed file extensions are: .web, .sdr, .dsd, .etu, .key, .ucm, .zip, .dat, .egd

& Activate

@ Datei hochladen
e

Organisieren «

~ ¥ Instruments

S

(o]

<

e I'nzrnr_r‘wUJ_>
g L = T
2 5 sis7°
& 5 S o

% a

(=3

s

©n

o

Q
=
D
=1
Q

*  Name Typ
C Bibliothek
= B _ID en . newDevices Datei
[E=] Bilder
L Manual_SDR_DSD_1311_de.pdf Adaob
@ Dokumente
[ regukey KEV-[]
DataCollector o Musik | 4y registration.zi ZIP -k
registration.zi ko
. Videos 9 B

Smartphone

18 Computer

Activate &, system (C)
&% DVD-RW-Laufwerk (D:) Disc
» & Account ‘:' Daten (M:)
T Lenovo_ Recovery (Q3) P P—— T

Dateiname:  registration.zip - [A"E Dateien () 'I

I Offnen I [ Abbrechen ]

In the middle of the screen you will see a file upload area for activating your device. Now click

Browse to select the desired file of the device to be activated.

The file registration.zip was saved to the following path on your Smartphone:
DataCollect / DC-DSD

Confirm your selection by clicking on Open.

Now clock on Activate.
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After successful activation of your Smartphone as well as your device a screen will open and
ask you to save the activation.key file to your Smartphone. This file must first be saved on the
PC and can then be transferred to the smartphone.

mytrafficdata
webReport

Home 7 Instrument

, John Doe | Profile | Admin | Sentry | Log out

» B Imports

@".web File

on
— Activation
orts
v B Sites
Allowed file extensions are: .web, .sdr, .dsd, .etu, .key, .ucm, .zip, .dat
~ ¥% Instruments B Activate
Offnen von activation.key =5
_ 1 Sie machten folgende Datei 6ffnen:
DSD
@] activation.key
Von: http://www.mytrafficdata.com
Wie soll Firefox mit dieser Datei verfahren?
Histar ;
C — o Datispeichern
" Ear Dateien dieses Typs immer diese Aktion ausfahren
DataCollector
_
-Ahhlechen

Save this activation.key file under the following path:
[ [ESEER

Organisieren « =« [ @

Mame

M Com puter )
1. newDevices

ﬁ Systern (C:)
2 Daten ) L] Manual_SDR_DSD_1311_de.pdf
L Daten (M
reg.k

%} Lenovo_Recovery (Q:) — g. ¥ ] ]
i Miclas (W) ,_i,; registration.zip

iclas (W
E' GT-S7710 | || activation.key

After that, please disconnect your Smartphone from your PC and start the Smartphone App
again.

Now go to the Chapter 11 Setting / Setup of the DSD on www.myTrafficData.com in this manual.
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10.4 Activation via Smartphone with SIM Card

10.4.1 Generation of the registration.zip / the activation.key

Customer's own smartphone

Via email you will receive the already purchased smartphone app. Before you install the app on

your device via USB be sure you have the PC privileges to install device drivers.

Please furthermore activate allowing unknown sources on

your smartphone, otherwise you cannot install the DSD

App.

Make sure that your phone is connected as a media device.

Connect your phone via USB cable to your PC and save the

app on the top file level.

[aa]
< @ Security

Device administration

Device administrators

Unknown sources

e v Computer » GT-57710 » Phone »
Gs=

Organisieren «

1M Computer
f;,,. System ()
° DVD-RW-Laufwerk (D:) Disc
5# Daten (N:)
5@‘ Lenove_Recovery ()
58 Miclas (W:)
i, GT-57710

APK-Datei

DSD-App_1.3.23.apk Anderungsdaturm: 28.08.2014 09:36
GroBe: 4,65 MB

Android
DCIM
Documents
Download
Movies
Music
Motifications
Pictures
Playlists
Podcasts
Ringtones
Samsung
zAndroid

|| DSD-App_1.3.23.apk

Smartphone ordered via DataCollect:

Erstelldatum: 28.08.2014 09:36

If you order the smartphone from DataCollect, the app is already pre-installed.
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Now start the app. Attention, the Bluetooth® connection to
your DSD is exclusively carried out by the DataColect App.
An interconnection through the Android own Bluetooth®

setup is not possible.
Welcome

This is your first start of
the App. To use the
features you must perform
an activation process.
Please go to settings,
enter your DataCollect
credentials and press
"Synchronize". Further

When you see this screen you have successfully installed instructions will be given.

the app. oK

Confirm with OK.

Now select Settings.

e datacollect

DSD App 1.4.7

b4 gt
GPS
o o

@ User Guide

{F* Settings
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Connect your DSD to the power supply and process the start KHtS
routine. E Settings

Login Information

Then click Synchronize. Register Device

Synchronize

General

Demo Modus

Software Version

Service
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Now enter your login information (Username +
Password) of www.myTrafficData.com and click OK.

Username ‘

Password

Cancel

Now close the info screen by clicking OK. % .ll16:21

v Activation succeeded.

oK
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All activated devices are now listed. Click OK.

You own the listed devices
below whose data folders
have been created.
-DC-DSD_8708 8.10

0K
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11 Setup of the DSD at www.myTrafficData.com
Please login to mytrafficdata.com and click on the menu point Instrument / DSD.

webReport
+ @ Quick Start )
ADD St
l =TApp J
mapping
Installation guide +
Last reports +
Select Dashboard-Layout
NC _
d [ 4@
=D
DataCollector
DETSIAR 0P Change Language [~ © 2005-2014 DataCollect Traffic Systems GmbH | Imprint

If you want to give the DSD alias name, please click on the serial number and an editable field
will open. Here you can assign an alias name at any time. For example you can number your

DSD. Confirm the entry with Enter. In addition to the serial number, the name you assigned is
now displayed in the device list.
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11.1 Settings in the panel Basic settings

First of all you can perform the basic configuration of your DSD in the basic settings panel.

Home > Instruments » Main Street Welcome, John Doe | Profile | Log out

Speed Metric: © mph@® km/h
V(min): | | 3
V-correction: || 0
Flash frequency: | | 8/ minute
Brightness day time: | | 100
Brightness night time: 1l 2
DataCollector
S

Basic setting Description

Speed measurement Switchover option between km/h and mp/h

V(min) Speed from which recorded vehicles are stored and displayed.

If the measuring location does not allow perfect installation and you detect a deviation of
V-correction the measured speed, you can manually correct that speed. The set value is then added
or subtracted upon each recorded speed. Standard value = 0.

Here you can set the duration of the display of individual elements when changing over
between speed and safety. Default value = 8 / minute.

) % | Defines the brightness depending on the daylight recorded by the DSD.
Brightness, daytime Default value = 128

Flashing frequency

Brightness, nighttime * | States the basic brightness of the DSD display. Default value = 10

*In all cases, an increase of the respective value leads to a brighter display. Respectively, a reduction of the values
leads to a lesser brightness of the light-emitting diodes.

Caution: We recommend to not change the factory-set values!
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11.1.1 Settings in the panel Apps
Under the panel Apps you can select the basic functions of your DSD. Only the apps you have

purchased can be activated. An explanation of the individual apps can be found in Chapter 9

Apps of the DSD.

The apps which you need for your current measurement can be activated by ticking the box.

Attention: only purchased apps can be activated.
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Example setup 17 App Code LHOO07
Purchased Apps: Data recording, Safety, Exit speed

A mytrafficdata W A mytrafficdata
&) webReportg < () 7 ¢ = = /(30) /o &) webReport

Welcome, Max Mustermann | Profile | Log out

Main Street (DSD =)

V[ Sites @ Activation ” ® Info ‘ # Setup
» #% Basic Settings
e e ———————e
C— @ ¢ swey: 0 e
DSD Too Fast: Show PSL:
[ AntiRace: O  widden measurement:
</ Datasaving: [ Circular Saving:
¥ Save Exiting Speed: B8 o mimer:
| reay: [ Flasher:
@ o
S e B - sy oo
rerEr—— Watch-Your-Speed: &0 Memory+:
) Two Directions:
» J~ Configuration
—— . 5
Site name: Main Street (max. 16 letters)

» B Setups (0)
* @ Upgrades (0)

© 2005-2019 DataCollect Traffic Systems GmbH | Privacy Notice | Imprint

The setting possibilities under Configuration vary according to the selected functions.

Type of threshold

Description
value

The speed value is set by adjusting the regulator, by which the Safety display changes from

Safety threshold value a laughing to a sad face.

Lower threshold value | States the speed up to which a special display is shown on the DSD.

Display possibilities | (1) Display off: The DSD has no display

(2) Static speed display

DSD Gen 5_Smartphone _User manual_Edition 9.1 _2003_GB
Copyright by DataCollect Traffic Systems GmbH Divww.DataCollect.com Technical changes possible at all times
DataCollect reserves the right to change any information contained within this technical note at its own discretion



http://www.datacollect.com/

DSD Genb5
User Manual

Edition 9.1 _ 2003

Example Setup 2 - App Code URCU127

Purchased Apps: Safety, Timer, Data Recording, Two Directions

Main Street (DSD «)

Turn off device by default | I

safety hme ] s

Site name: Main Street (max. 36 bmars)
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Panel Timer
Here you can set the period in which your DSD should be active. There are up to four time periods
with different speed limit definable for each one. By ticking the period, you are activating the

setting per period.

By switch the button Turn off device by Default you can chose what will happen in time periods

that are not defined

1 Yes: That are not defined the DSD is inactive
1 No: The DSD uses the Value that is set at Safety Limit that is set below

The previous screenshot shows the following example scenario:

1. active weekdays between 07: 00-14: 00 clock - speed limit 30 km / h
2. active weekdays between 0:00 - 06:59 and - 14:00 - 23:59 clock - speed limit 50km / h

3. Active all weekend - speed limit 50km / h

If you have acquired the Display PSL app as well as the timer function, you can adjust the allowed

speed limit in the defined periods using the arrows.
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Panel configuration

The setting possibilities under Configuration vary according to the selected functions.

Type of threshold Description
value

The speed value is set by pushing the regulator, by which the Safety display changes from

Safety threshold value

a laughing to a sad face.

Upper threshold value

States the speed to be reached to initiate a DSD display.

Display possibilities

(1) Display off: The DSD has no display

(2) Bar: the DSD shows 6 horizontal bars

(3) Safety: The DSD displays a fAisado fac

Lower threshold value

States the speed up to which a special display is shown on the DSD.

Display possibilities

(1) Display off: The DSD has no display

(2) Static speed display

Copyright by DataCollect Traffic Systems GmbH Divww.DataCollect.com Technical changes possible at all times
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Example setup 5- App Code 1LHO003

Purchased Apps: Safety, Relay, Data recording

l.

Home » Devices > Main Stret

7,

M mytrafficdata

&

webReport

7

£ mytrafficdata
& webReport

Welcome, Max Mustermann | Profile | Log out

B|e
|l zlo
e
2la
o
@
g
=

i}
G}
7
]

]

.
%
7
2
&

[~]
ofa
(]

> I © m =zlm [T}
3 E g o i
S 5 g = El E
c ~ EN L
o .S

3

3

@

EGuard

ECount

DataCollector

+ & Account

Version: td3.0-1.9.8

Main Street (DSD ¢)

@ Activation || @ Info ‘ # Setup

» £¥ Basic Settings

Datasaving:
Save Exiting Speed:

Relay:

Duo-Color:
Amber Red:

Watch-Your-Speed:

Two Directions:

[ Handie:
@ = show psL:
Hidden Measurement:

a
B O circular saving:
<]

[ Timer:
[ Flasher:
Energy Safe:
@) | Tri-color:
@) © safety only:
Memory+:

Minimal capturing speed

Safety limit

Lover Thrashold

|5
B8

~  Text display

Positive text

Lines @®1 line ©2 lines

Line 1 THANK YOU!

Scrolling? #Yes  NO *Is calculated automatically depending on the text width.

Negative text

Lines ©1line ®2 lines

Line 1 TOO FAST

Line 2 PLEASE SLOW DOW

Scrolling? #Yes  NO *Is calculated automatically depending on the text width.
Safety limit [ | 50
Site name: Main Street (max. 16 letters)

» B Setups (0)

1© 2005-2019 DataCollect Traffic Systems GmbH | Privacy Notice | Imprint

» @ Upgrades (0)

1 or 2 lines can be entered for the Textdisplay. Whether the text is displayed as scrolling text
depends on the length of the entered text and is decided independently by the website.
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11.2 Smartphone i additional settings

Under Instruments > Smartphone > SDR App you can enable or disable other purchased

functions.

A mytrafficdata W , A mytrafficdata

&) webReport A &) webReport

Welcome, John Doe | Profile | Log out

Google Pixel3XL

m|lo
jufl el
L
&
i

- Sites

~ £+ Instruments.

@ Activation H @ Smartphone ‘ © DSD App

Attribute Name Value

Version 1.7.102

c Cloud:

T .
G’PS GPS:

@
o

D

2

EGuard

ECount

DataCollector

Smartphone
Activate

» = Account

Version: td3.0-19.8 Change Language ¥ ©2005-2019 DataCollect Traffic Systems GmbH | Privacy Notice | imprint

Function ‘Description

Setup data and device data can be exchanged between the smartphone and
Cloud X

myTrafficData.
GPS GPS coordinates are stored to allow georeferencing of the traffic data.
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12 Download / Transmit setup file
12.1 Via DataCollector

Create the setup file by clicking the Download button.

& Download

A window opens. First save this file on the PC. Connect your smartphone via USB with the PC

and slide the setup file under the following path:

ESRECp=

Organisieren »

& System (C) stp_8018.dsd
&% DVD-RW-Laufwerk (D:) Disc DsD-Date

&9 Daten (N:) 158 KB

E@? Lenovo_Recovery ()
58 Miclas (W:)
. GT-57710
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Connect your DSD to the power supply.

Open the app on your smartphone. e datacollect
DSD App 1.4.7
Then click Bluetooth® Scan. c
@@ (=]
E Bluetooth Scan

@ User Guide

{F*  Settings
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Now all devices in your vicinity will be scanned. [ P B pagt JH16:29 |

nn Scanning bluetooth devices

m DC-DSD_8708 (-51dBm)

Click the DSD to which you wish to transfer the setup file.

»

Rescan

Now you are connected with your DSD and can view its (P B 3 ast 4H16:30 |

o=

DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:30:22
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 79

@
- O

Get Data Online Mode
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Click on Online Mode. l 16:30

I e
DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:30:22
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 79

[ -\
- “
Get Data Online Mode

Here you can monitor the current measurement in real time

and check that the device is functioning properly.

DC-DSD_8708 (-51dBm)

To exit the online mode on the back arrow.
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Now click Get Data to transfer the saved traffic data of your

DSD to your Smartphone.

The progress of the data download is displayed on a bar

graph.
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DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 80

{ ) N
- °
Get Data Online Mode

& Please wait ...

Saving traffic data. Maintain
intervisibilty at all times.

te107g210
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All existing traffic data have now been downloaded. The
memory was deleted and the time was updated.

Now confirm with OK.
80 vehicles records
successfully downloaded
and saved. Memory
cleared and clock updated.

oK

You will then be asked whether you want to delete the data
on the DSD. If the measurement is continued, you can deny
this. If you then choose to transfer new setup, the data on
the DSD will still be deleted anyway.

v Clear data on device
.

No Yes
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Now click Setup. (VR ME 3 .dBI1436

n Captured Traffic Data

DC-DSD_8708 (-57dBm)

Device Location: Main Street
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 14:34:38
Date: 23/12/2014
Battery Voltage: 13.3VDC
Speed Limit Threshold: 50 km/h

v Y

Handie Setup

The generated setup file(s) is/are displayed. Please select ErEI 1Y =
Fe e
DC-DSD_8708 (-57dBm)

% Main Street_6311.dsd
Main Street

Now click on the setup file.
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Successful upload of the setup file is confirmed via an info
screen. Click OK.

i Device successfully
v updated.

0K

After you have clicked on OK, you return automatically to the main menu and the measurement

can begin.

Should you have bought the Handie App you can now (PRI EB 3 5g . H1436 |

manually set the Safety threshold. n

DC-DSD_8708 (-57dBm)

Device Location: Main Street
Therefore please click on Handie. Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 14:34:38
Date: 23/12/2014
Battery Voltage: 13.3VDC
Speed Limit Threshold: 50 km/h

Handie Setup
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Click on the Safety threshold button and watch the DSD.
Every time you click on Safety threshold the value is set

higher.

You may choose between the following threshold values:

7 km/h, 10km/h, 20km/h, 30km/h, 40km/h, 50 km/h,
60 km/h, 70 km/h, 80 km/h, 90 km/h and 100 km/h.

00 = Off

To confirm the selected speed limit please click on the
back arrow.

DC-DSD_8708 (-48dBm)

Use the button below to change
speed limit. Watch the DSD to
obtain the newly adjusted value.

*

Safety threshold
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An info screen appears. On your DSD you can now

see the set threshold value.

Click ok to confirm the settings.

The currently displayed
value of the DSD is treated
as new speed limit
threshold from now on.

oK

Now, the newly set speed limit is displayed.

DC-DSD_8708 (-50dBm)

Device Location: Main Street
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 14:42:43
Date: 23/12/2014
Battery Voltage: 13.3VDC
Speed Limit Threshold: 10 km/h

Handie Setup
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12.2 Using a smartphone with SIM card

As the file manager, you can press Store to generate the setup file.

The file that was just created then appears in the bottom area of the myTrafficData setup area
and is now available on your smartphone.

~ B Setups (1)

Date Name Creator
Dec. 16, 2014 Main Street Max Mustermann x

Connect your DSD to the power supply. | Y8 3ot dRT6:28 |

Open the app on your smartphone. G datacollect
DSD App 1.4.7
-
Then click Bluetooth® Scan. c
@@ 0

E Bluetooth Scan

6 User Guide

{F*  Settings
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Now all devices in your vicinity will be scanned. (P B pagt 4HM16:29 |
LI s

im DC-DSD_8708 (-51dBm)

Click the DSD to which you wish to transfer the setup file.

Rescan

Now you are connected with your DSD and can view its | Pl 3398 ART630
8¢ o

DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:30:22
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 79

@
= @

Get Data Online Mode
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Click on Online Mode. l 16:30

I e
DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:30:22
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 79

[ -\
- “
Get Data Online Mode

Here you can monitor the current measurement in real time

and check that the device is functioning properly.

DC-DSD_8708 (-51dBm)

To exit the online mode on the back arrow.
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Now click Get Data to transfer the saved traffic data of your

DSD to your Smartphone.

The progress of the data download is displayed on a bar

graph.

““ Device Information P

DSD Gen 5_Smartphone _User manual_Edition 9.1 _2003_GB
Copyright by DataCollect Traffic Systems GmbH Divww.DataCollect.com Technical changes possible at all times

DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 80

Lommmrs
) N
- °
Get Data Online Mode

® Please wait ...

Saving traffic data. Maintain

intervisibilty at all times.
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All existing traffic data have now been downloaded. The
memory was deleted and the time was updated.

Now confirm with OK.
80 vehicles records
successfully downloaded
and saved. Memory
cleared and clock updated.

oK

You will then be asked whether you want to delete the data
on the DSD. If the measurement is continued, you can deny
this. If you then choose to transfer new setup, the data on
the DSD will still be deleted anyway.

v Clear data on device
.

No Yes
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After completion of the download the number of data sets | PelB 3608 JBI16:38 |

Now click on Setup. DC-DSD_8708 (-51dBm)

Device Location: Musterstrasse
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h

v |4

myTD —

Handie Setup Unload
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Please click View setup files on myTrafficData.com. (Y] B R aut AN16:39 |

nn Choose your setup

DC-DSD_8708 (-51dBm)

No items available.

aJ)

View Setup Files on myTrafficData.com

The generated setup file(s) is/are displayed. Please select [ ¢IB 3agt AN16:40 |
SU——

DC-DSD_8708 (-51dBm)

stp_8708.dsd

% Main Street_6311

16/12/2014 16:24:57

o

Refresh
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Successful download of the setup file is confirmed via an

info screen. Click OK.

i 1 files have been
v successfully downloaded.

oK

The downloaded setup file will be displayed. Click to (P B 3agt AM16:42
transmit the setup file to the DSD. nn
DC-DSD_8708 (-51dBm)

\\ Main Street_6311.dsd
Main Street

AL
View Setup Files on myTrafficData.com
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The transfer of the setup file is confirmed through an

information field

i Device successfully
V updated.

oK
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Should you have bought the Handie App you can now (Yl 33uh AN1646 |

manually set the Safety threshold. “ ptured Traffic Data

DC-DSD_8708 (-48dBm)

- . Device Location: Main Street

Therefore please click on Handie. Device SN: 1410F8708BR 12LL003
Software Version: 8.10

Current Time: 16:45:56

Date: 16/12/2014

Battery Voltage: 12.6 VDC

Speed Limit Threshold: 50 km/h

v N | &

myTD —

Handie Setup Upload

Click on the Safety threshold button and watch the DSD. | Pl 3aeh g WI16146
Every time you click on Safety threshold the value is set ““

higher. DC-DSD_8708 (-48dBm)

Use the button below to change

. speed limit. Watch the DSD to
You may choose between the following threshold values: obtain the newly adjusted value.

7 km/h, 10 km/h, 20km/h, 30 km/h, 40km/h, 50 km/h,
60 km/h, 70 km/h, 80 km/h, 90 km/h and 100 km/h.

00 = Off
To confirm the selected speed limit please click on the G
back arrow. Safety threshold
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An info screen appears. On your DSD you can now
see the set threshold value.

Click ok to confirm the settings.

The currently displayed
value of the DSD is treated
as new speed limit
threshold from now on.

oK

Now, the newly set speed limit is displayed.

The currently displayed

value of the DSD is treated

as new speed limit
threshold from now on.

oK
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13 Reading out of data from the DSD

13.1 Via Smartphone without SIM Card

Connect your DSD to the power supply and then
e datacollect

click on Bluetooth® Scan.
DSD App 1.4.7

S
GPS
[ ] (=]

E Bluetooth Scan

@ User Guide

{F“  Settings

- . 0 0 . 0 G
Now all devices in your vicinity will be scanned.
e e —

@y DC-DSD_8708 (-59dBm)

Click the DSD to which you want to connect to download

traffic data.

D

3

Rescan
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Now clck on Get Data, KT ST TN
0| |-

DC-DSD_8708 (-51dBm)

Device Location: Main Street
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 80

N
- °
Get Data Online Mode

The progress of the data download is displayed on a
bar graph

® Please wait ...

Saving traffic data. Maintain
intervisibilty at all times.
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All existing traffic data has now been downloaded to the
main storage of the smartphone. The memory was deleted

and the time was updated.

Now confirm with OK.

80 vehicles records
successfully downloaded
and saved. Memory
cleared and clock updated.

0K

You will then be asked whether you want to delete the data
on the DSD. If the measurement is continued, you can deny
this. If you then choose to transfer new setup, the data on

the DSD will still be deleted anyway.

v Clear data on device
.

No Yes
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13.2 Via Smartphone with SIM Card
Should you use a SIM Card, please set your smartphone to airplane mode to prevent data loss

through a disconnection of the data download, for example through phone calls.

Connect your DSD to the power supply and then click on

Bluetooth® Scan.

e datacollect

DSD App 1.4.7

-l
@ (u]

Bluetooth Scan

70
@ User Guide

{F* Settings
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Now all devices in your vicinity will be scanned.

nn Scanning bluetooth devices

Wy DC-DSD_8708 (-59dBm)

Click the DSD to which you want to connect to download

traffic data.

Rescan
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Now click on Get Data.

The progress of the data download is displayed on a

bar graph

““ Device Information o

DC-DSD_8708 (-51dBm)

Device Location: Main Street
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h
Saved data: 80

("] N
. -~
®
Get Data Online Mode

® Please wait ...

Saving traffic data. Maintain
intervisibilty at all times.

ol/oU
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All existing traffic data has now been downloaded to the
main storage of the smartphone. The memory was deleted

and the time was updated.

Now confirm with OK.

80 vehicles records
successfully downloaded
and saved. Memory
cleared and clock updated.

oK

You will then be asked whether you want to delete the data 11:04 *: ' A= © 100% 8
on the DSD. If the measurement is continued, you can deny
this. If you then choose to transfer new setup, the data on

the DSD will still be deleted anyway.

V Clear data on device
.

No Yes
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Now click on myTD Upload to automatically send the [ P B 3agY dH16:38 |

collected traffic data to www.myTrafficData.com. n

DC-DSD_8708 (-51dBm)

Device Location: Main Street
Device SN: 1410F8708BR 12LL003
Software Version: 8.10
Current Time: 16:33:16
Date: 16/12/2014
Battery Voltage: 12.6 VDC
Speed Limit Threshold: 50 km/h

v | &

myTD —

Handie Setup Ubload

The successful upload will be confirmed via an information
field.

Now confirm with OK.

You can now exit the app. v Upload completed

0K
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14 Evaluation via WebReport
14.1 Transfer of the measured data

After transferring the data from the DSD to the DataCollector there is a file on the SD card
containing the measured data of your DSD. This file is named after the measuring point and has

the ending *dsd (example: mainstreet.dsd)
For more information please refer to your DataCollector Manual.

Insert the SD card with the measured data into a card reader connected to the PC.

mytrafficdata

webReport

Home » Account » Dashboard Welcome, John Doe | Profile | Log out

- @ Quick Start
U App Store
Pa, \pp

Geo reference / Geo mapping + Demo data
irsrments—————Rsten reqemen

Installation guide

v £ Instruments

» = Account

Version: td3.0-1.5 Change Language |Z| © 2005-2013 DataCollect Traffic Systems GmbH | Imprint

Simply login to www.myTrafficdata.com and select from the menu item Quick start on the left

menu bar the function WebReport.
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mytrafficdata
webReport

Home » Report 1 Start WebReport Welcome, John Doe | Profile | Log out

WebRe port
- Keine Datel ausgewahlt.

Allowed file extensions are: .web, .sdr, .dsd, tu, -zip, .txt

Version: td3.0-1.5 Change Language B © 2005-2013 DataCollect Traffic Systems GmbH | Imprint

Click on Search and navigate to the file with the measured data of your DSD.
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14.2 Configuration

In the next step you can make the settings for evaluation.

In the upper area you will see the line charts of the vehicle quantity and the entry and exit speed

for the entire period in which the DSD was active.

Below the line chart there are two slide controllers for the limitation of the measuring period. For

this, push the controller at the left and right-hand end of the blue bar.
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